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EXO SONDE DEPLOYMENT INSTRUCTIONS

FIELD CABLES

EXO1 SONDE

EXO2 SONDE

HANDHELD

1. After connecting all cables and strain reliefs securely, turn handheld unit on 
by pressing and holding the green power button. 

2. Remove the blue calibration cap from sensor guard to deploy. 
3. The deployment of this sonde requires three people:

PERSON 1: Sonde Deployment
PERSON 2: Cord Controller
PERSON 3: Handheld Controller

4. PERSON 1 will lower the sonde until the sensors are just touching the water 
and hold there until further notice. 

5. PERSON 3 should find “Start Logging…” on the handheld home screen and 
press the enter (↵) button.

6. After hitting the enter (↵) button, select Site [INSERT SITE NAME HERE] using 
the down (↓) button and again press the enter (↵) button.

7. Select the site you are collecting data from using the up (↑) and down (↓) 
buttons. 

8. Press the enter (↵) button when the proper site is highlighted.
9. Press the enter (↵) button again when the Dashboard has highlighted ‘Select 

[INSERT SITE NAME]’ in green.
10. To being logging, press the enter (↵) button again by selecting ‘Start Now!’ in 

green.
11. Once PERSON 3 gives the okay, PERSON 1 will slowly lower the sonde until 

they reach the approximate bottom depth of the site and then slowly bring 
the sonde back to the surface. During this process, PERSON 2 will make sure 
the data cable is properly coiled.

12. Once the sonde has reached the surface, PERSON 3 will select ‘Stop Logging 
[00:00:00]’ by pressing the enter (↵) button on the main handheld 
dashboard.

13. Proceed to the next site and repeat – remembering to change the site name 
at each unique location!

14. Once back in the lab, the sonde should be rinsed with fresh water and 
handheld powered off completely.

NOTE: When the EXO Handheld is turned on, the GPS function will initiate a fix of the 
location. This may take some time, and the handheld should remain stationary and have a 
view of the sky. 
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HANDHELD: Edit handheld 
settings such as date/time, 
displayed measurement 
units, and logging options.

DEPLOY: View and edit a 
sonde’s deployment settings 
or check the status of 
current deployment.

CALIBRATION: Calibrate 
sensors installed in the 
sonde, check the system’s 
SmartQC status, and setup 
calibration reminders.

DATA: View, delete, or 
backup logged data or 
calibration records stored 
on the handheld; transfer 
data from the connected 
sonde.

DASHBOARD: View and log live data 
from the sonde. Note that the Dashboard 
is the main display and does not have a 
hot key.
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